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The Arlon Total System Warranty provides a guarantee when using various Arlon products together. Arlon Total System Warranty

has you covered!
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Series 2100 *

» Series 2100

PREMIUM CAST OPAQUE FILM

FEATURES

67 vibrant colors

Premium 2-Mil (50 Micron) cast vinyl with
permanent adhesive

Outdoor Durability:
Black and White.

Available in 15” (0,38m)¢, 24” (0,61m), 30” (0,76m),
48”(1,22m) and 60” (1,52m)3 by 10 yards (9,14m)*,
50 yards (45,72m) and 250 yards® (228,6m)

Arlon recommends that the user pre-test the vinyl on
the substrate to be used. The surface must be cleaned
according to the substrate manufacturer’s specifications.

TSelect colors 5-year outdoor durability
2 Color uses silver-tinted adhesive
360” (1,52m) by 50 yards (45,72m) rolls available in select colors only

410 yard (9,14m) rolls available in 24” (0,61m), 30” (0,76m)
and 48” (1,22m) width only

5250 yards (228,6m) only available in 48” (1,22m) and 60” (1,52m) widths

6 157 (0,38m) rolls available in select colors only.

CARACTERISTICAS

67 colores vibrantes

Vinilo Fundido de 50 Micrones (2-Mil) premium con
adhesivo permanente

Duracion en Exteriores:

Blanco y Negr

Colores...........

MetaliCoS ...
Disponible en 15” (0,38m)®, 24” (0,61m), 30” (0,76m),
48” (1,22m) y 60” (1,52m)* por 10 yardas (9,14m)4,

50 yardas (45,72m) y 250 yardas® (228,6m)

10 Afos
8 Afos

Arlon recomienda que el usuario realice una prueba previa del vinilo

en el substrato/objeto a usar. La superficie deberé ser limpiada segun

instrucciones del fabricante del substrato objeto.

! Ciertos colores tienen durabilidad exterior de 5 afios
2 Este color utiliza un adhesivo de tinta plateada
3 Rollos de 60” (1,52m) por 50 yardas (45,72m) disponibles en ciertos colores solamente

4 Rollos de 10 yardas (9,14m) disponibles en 24” (0,61m), 30” (0,76m) y 48” (1,22m)
ancho solamente

5250 yardas (228,6m) solo disponible en 48” (1,22m) y 60” (1,52m) ancho solamente

6 Rollos de 15” (0,38m) disponible en ciertos colores solamente.
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> SEI’IES 2500 i |28 | 30 FEATURES e
» e rl eS Diffuser Diffuser
Film Film . .
Cast Translucent Film DIFFUSER FILM 60% 30% HIGH GLOSS CALENDERED FILM - Available in 35 colors
- Designed for second surface application for 168 160 137 108 103 - BEasy to hand_le 2-8"M|| (70 Micron) h|gh gloss
internally illuminated signage Daisy Bright Blueberry Brown Black calendered film with permanent adhesive
5 83 63 2870 156 - Available in 60% and 30% transmission [Ellow g:;d'"al -
Yellow Regal Rust Blue Vivid - 7-year outdoor durability 6 s 103 82 - Up to 6-yearS OutdOOI’ durab”lty
Red Brown Green - Available in 48” (1,22m) by 10 yards (9,14m) 102 . . » »
and 50 yards (45,72m) v v Lemon Dark Viking Beige White - Available in 24 (O,61m) and 48 (1,22m) "
’ Yellow Red Blue
1090 33 59 557 3227 - Disenada para aplicaciéon de segunda superficie para by 50 yards (45’72m) and 250 yards (228,6m)
Yellow Red Dark Imperial Bright sefalizacion iluminada internamente i .
Brown Blue Green - Disponible en transmision de 60% v de 30% 106 12 130 104 100 NOTE: Calendered films are recommended for flat and soft curved surfaces.
- 7 afos de duracion en exteriores Yellow Burgundy Dark Gold s Clear
- Disponible en 48” (1,22m) por 10 yardas (9,14m) v Blue Medal
525 2885 69 2940 26 50 yardas (45,72m)
Bright Fox Duranodic’ Blue Green i 110 7 . .#*
Yellow Red 7 . ‘ I '
e - o - - - . |T“ 0Il c“n“GE
Series 5570
White Black . ) .
1G§l5den §e5d1 ° gécw :E”uzr:’o’sean quy BLeOrCIKeOSUT EILM 10 76 164 50 - Disponible en 35 colores
Yellow Blue Green 5
Orange Dark Spring Dark - Facil de manipular 70 Micrones (2.8-Mil) vinilo calandrado
Purple Green Gra A i
25 73 57 36 2108 - Ideal for internally illuminated signage and P Y de alto brillo con adhesivo permanente
Sunflower Dark Olympic Dark Green displays V\‘/hfszre light transmllssmn is not Fjesnred - Meaia 6 2fes e dluabiiche ederier
Red Blue Blue - Excellent initial tack and ultimate adhesion :Irl‘rtnato ':)1[8"‘ « 'él‘een éf:’
- Superior release and weedability Red L Y - Disponible en 24” (0,61m) y 48” (1,22m)
169 253 337 214 112 - Custom Colors available upon request por 50 yardas (45,72m) y 250 yardas (228,6m)
Marigold Cardinal Process Blue Olive - 5-year outdoor durability s
Red Blue Green 133 198 135 134 :Fi ici A n“
- Available in 48” (1,22m) by 50 yards (45,72m) ot K- Imperial e NOTA: Film c?landrado es recomendado para superficies planas Mos.' c
Red Blue Green Gray O con curvas [eves.
84 2283 127 87 51 - |deal para senalizacion iluminada internamente v para
Tangerine Red Intense Royal Silver exhibidores en los que no se desea \a’transm\swon de laluz
Blue Blue Gray - Excelente adherencia inicial y adhesion final 101 105 186 149
- Depilacion y remocion superior Red Blue Forest Light i
- Colores especialés disponibles a pedido Green Grgay Series 5000
- 5 afos de duracién en exteriores
g::ngge - ;ugrgundy - gl?j:e”o - 12-liﬁu°ise 3’2“e S e
44 78 67 246 05 -
Orange Vivid Bright Teal Ivory - > e r I e S =
Series 5590 » Deriles
Black
2662 133 2051 307 131 DUAL COLOR FILM SATIN CALENDERED FILM
Red Raspberry Blue Dark Gold . 1 1 CALENDERED TRANSLUCENT F”_M
Aqua Metallic - Allows internally illuminated signs to be seen as one 68- 3 7 0-7 3
h . : Daisy Rose Teal Silver
color during the day and either white or a second color Yellow
at night 346 373 2313
143 128 97 106 . Canary Dark Green
Poppy Plum Bristol Brilliant - Perforation pattern 85/15 Yellow Red
Red Blue Green - Custom Colors sheets available upon request 06 10 60 34
- Yellow Purple Spring Cloud
- 5-year outdoor durability Green Gray 306 353 322
43 2856 157 2586 - Available in 48” (1,22m) by 10 yards (9,14m) Yellow Cardinal Black
Light Purple Sultan Green and 50 yards (45,72m) 09 36 1 03 Red
Tomato Blue
Red - Permite que sefalizacién iluminada internamente se vea Orange P;Ilission Green Black
de un color durante el dia y blanco o de otro color de noche ue 309 327 320
- Patron de perforacion 85/15 Orange Intense White
- Excelente adherencia inicial y adhesion final Blue
- Colores especialés disponibles a pedido E_s gls a1d' ;}oﬂ
- 5 aflos de duracion en exteriores Rler: ue Greeel::m Bl:ic:
- Disponible en 48” (1,22m) por 10 yardas (9,14m) y 50 yardas (45,72m) 333 337
Fire Blueberry
FEATURES CARACTERISTICAS 37 35 02 Red
. . . . - . . . . Blueberry Imperial White
- 2-Mil (50 Micron) cast vinyl with permanent - Vinilo fundido de 50 Micrones (2-Mil) premium con Green 301 339
adhesive and synthetic liner adhesivo permanente y respaldo sintetico Red European
Blue
s . .o ~ .. . . Series 4100
- 7-year outdoor durability for bright and vivid colors, - 7 ahos de duracion en exteriores con colores brillantes y E".gundy ‘;’gal gf,wn ‘,},agne
even on the most demanding applications vibrantes, hasta en las aplicaciones mas exigentes Blue White
- Viable for thermoforming - Viable para termoformado Arlon recommends that the user pre-test the vinyl on Arlon recomienda que el usuario realice una prueba previa del vinilo 32 30 04 FEATURES CARACTERISTICAS
- Supports high volume wet applications - Soporta la produccion en applicaciones htimedas de alto volumen the substrate to be used. The surface must be cleaned en el substrato/objeto a usar. La superficie debera ser limpiada gg;‘g;‘ park goud Series 4500
according to the substrate manufacturer’s specifications. segun instrucciones del fabricante del substrato/objeto . . . )
: : » » ) : . . : - Available in 13 colors - Disponible en 13 colores
- Available in 24” (0,61m) and 48” (1,22m) by - Disponible en 24” (0,61m)y 48” (1,22m) por ndicates opague film, not translucent 1 indica una pelicula opaca, no translicida «OTA( . . . D_ _ e _
10 yards (9,14m)? and 50 yards (45,72m) 10 yardas (9,14m)? y 50 yardas (45,72m) 2 _ e . ) . - 3-Mil (75 Micron) calendered translucent film for back - 75 Micrones (3-Mil) vinilo calandrado transluciente
10 yard (9,14m) rolls available in 24” (0,61m), 30" (0,76m) Rollos de 10 yardas (9,14m) disponibles en 24” (0,6Im), 30” (0,76m) P\P\ANTY illuminated displays para anuncios retroiluminados
and 48” (1,22m) width only 48” (1,22 h | t
NOTE: The only available size in Europe is 48” (1,22m) by 50 yards (45,72m). AVISO: La unica medida disponible en Europa es 48” (1,22m) por 50 yardas (45,72m). Ty —— SVD b(.l.d :)lan.c T;O amer;e_ \NA - Up to 5-years outdoor durability - Hasta 5 afios de durabilidad exterior
= urabilidad al aire liore por anos i i i
For extended film warranties and custom color requests, Para solicitudes de garantia prolongada de la pelicula y colores TSE ?(giloer:egtal System Warranty provides a guarantee when using various Arlon products together. Arlon Total System Warranty has \s‘ySTe - Available in 48” (1,22m) by 50 yards (45,72m) - Disponible en 48” (1,22m) por 50 yardas (45,72m)
contact Arlon Customer Service at: 1.800.232.7161. especiales, pédngase en contacto con su representante de ventas local. Y :
NOTE: Calendered films are recommended for flat and soft curved surfaces. NOTA: Vinilo calandrado es recomendado para superficies planas o con curvas leves.




